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CONNECT WITH PICO

Nylon Insulated
Flag Connector

Fully insulated nylon flag connector is colour coded for gauge identification.
Can be easily crimped without damaging the terminal.

Description| 3 PCS |50 PCS |100 PCS

1000 PCS

22-18 .250
NYLON FLAG | 2375N-BP|2375N-15| 2375N-CS
CONNECTOR

2375N-39

16-14 .250
NYLON FLAG | 2475N-BP | 2475N-15| 2475N-CS
CONNECTOR

2475N-39

\ad,  12-10.250
SNEWIENYLON FLAG | 2575N-BP | 2575N-15 | 2575N-CS
A f CONNECTOR

g 2 o

2575N-39

2475N

Caméléon Insulated Flag Connector & .
Die A4 (14-22 Awg) @

The Caméléon Die A4 crimps Insulated Flag Connectors between 14-2
AWG. Accurate dimensions ensure precise crimps that meet or exceed
standards. This die can be used with any of PICO’s Caméléon tools.

The Caméléon ratchet crimp tool body consists of a sturdy carbon steel
frame, adjustable compression wheel and rubberized handles for a
comfortable grip. No extra tools are required to change dies.

Part # Description
401-31 8.7” CAMELEON RACHET CRIMP TOOL BODY
418-31 | CAMELEON INSULATED FLAG CONNECTOR DIE A4 (14-22 AWG)
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