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• Electro-Tin Plated Copper. 
• Used for heavy duty wiring. 
• Can be soldered or crimped.
• Tin Melting Point: 232°C
• Copper Melting Point: 1083°C
• 600V

Plated Tubular LugsPlated Tubular Lugs

Gauge Stud 
Size

2 PCS 
Blister Pack

Bag 100 PCS 
Bag

8 AWG #10 4035-PR 4035-PK (25 PCS) 4035-C
8 AWG 1/4” 4036-PR 4036-PK (25 PCS) 4036-C
8 AWG 5/16” 4038-PR 4038-PK (25 PCS) 4038-C
8 AWG 3/8” 4039-PR 4039-PK (25 PCS) 4039-C
8 AWG 1/2” 4043-PR 4043-PK (25 PCS) 4043-C
6 AWG #10 4135-PR 4135-PK (25 PCS) 4135-C
6 AWG 1/4” 4136-PR 4136-PK (25 PCS) 4136-C
6 AWG 5/16” 4138-PR 4138-PK (25 PCS) 4138-C
6 AWG 3/8” 4139-PR 4139-PK (25 PCS) 4139-C
6 AWG 1/2” 4143-PR 4143-PK (25 PCS) 4143-C
4 AWG #10 4235-PR 4235-PK (10 PCS) 4235-C
4 AWG 1/4” 4236-PR 4236-PK (10 PCS) 4236-C
4 AWG 5/16” 4238-PR 4238-PK (10 PCS) 4238-C
4 AWG 3/8” 4239-PR 4239-PK (10 PCS) 4239-C
4 AWG 1/2” 4243-PR 4243-PK (10 PCS) 4243-C
2 AWG 1/4” 4336-PR 4336-PK (10 PCS) 4336-C
2 AWG 5/16” 4338-PR 4338-PK (10 PCS) 4338-C
2 AWG 3/8” 4339-PR 4339-PK (10 PCS) 4339-C
2 AWG 1/2” 4343-PR 4343-PK (10 PCS) 4343-C
1 AWG 1/4” 4836-PR 4836-PK (10 PCS) 4836-C
1 AWG 5/16” 4838-PR 4838-PK (10 PCS) 4838-C
1 AWG 3/8” 4839-PR 4839-PK (10 PCS) 4839-C
1 AWG 1/2” 4843-PR 4843-PK (10 PCS) 4843-C
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3/0 AWG 1/4” 4636-12 4636-34 (5 PCS) 4636-36
3/0 AWG 5/16” 4638-PR 4638-PK (5 PCS) 4638-C
3/0 AWG 3/8” 4639-PR 4639-PK (5 PCS) 4639-C
3/0 AWG 1/2” 4643-PR 4643-PK (5 PCS) 4643-C
4/0 AWG 1/4” 4736-12 4736-34 (5 PCS) 4736-36
4/0 AWG 5/16” 4738-PR 4738-PK (5 PCS) 4738-C
4/0 AWG 3/8” 4739-PR 4739-PK (5 PCS) 4739-C
4/0 AWG 1/2” 4743-PR 4743-PK (5 PCS) 4743-C

Gauge Stud 
Size

2 PCS 
Blister Pack

Bag 100 PCS 
Bag

1/0 AWG 1/4” 4436-12 4436-34 (10 PCS) 4436-36
1/0 AWG 5/16” 4438-PR 4438-PK (10 PCS) 4438-C
1/0 AWG 3/8” 4439-PR 4439-PK (10 PCS) 4439-C
1/0 AWG 1/2” 4443-PR 4443-PK (10 PCS) 4443-C
2/0 AWG 1/4” 4536-12 4536-34 (5 PCS) 4536-36
2/0 AWG 5/16” 4538-PR 4538-PK (5 PCS) 4538-C
2/0 AWG 3/8” 4539-PR 4539-PK (5 PCS) 4539-C
2/0 AWG 1/2” 4543-PR 4543-PK (5 PCS) 4543-C

• Electro-Tin Plated Copper. 
• Used for heavy duty wiring. 
• Can be soldered or crimped.
• Tin Melting Point: 232°C
• Copper Melting Point: 1083°C
• 600V
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