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For more information visit www.picocanada.com

MICRO 3
Provides reliable vehicle circuit protection in a compact and miniature size. Micro Fuses utilize there micro size to meet the need for protecting more 
circuits, with less space then Standard Fuses. Industry standard colour coded to indicate amp rating.

Dual-Circuit Fuses (3 blade)   
32V DC
-40°C–125°C

Amp Colour 5 PCS 100 PCS

5A Tan 10305-14 10305-36

7.5A Brown 10307-14 10307-36

10A Red 10310-14 10310-36

15A Blue 10315-14 10315-36

Micro 3 Add-A-Circuit Fuse Holder    
Thin In-Line Fuse Holder designed to turn 
one slot into two. Allows the addition of a 
new circuit by tapping into a fuse box for a 
MICRO 3 fuse type. 
16GA  
15A

1 PC 10 PCS

10300-11 10300-34

Max

Min

Low Profile

Micro 2Micro 3
Standard

ANL Fuses
ANL Fuses   
Medium time lag. Gold plated copper alloy. 
Complies with DIN 43560/1
L 3.25”x W 0.875” x H 0.375”

Amp Voltage Rating Material 1 PC

25A 32V DC Bakelite 9804-11

30A 32V DC Bakelite 9805-11

40A 32V DC Bakelite 9806-11

50A 32V DC Bakelite 9807-11

60A 32V DC Bakelite 9808-11

70A 32V DC Bakelite 9809-11

80A 32V DC Bakelite 9810-11

100A 32V DC Bakelite 9811-11

150A 32V DC Bakelite 9812-11

200A 32V DC Bakelite 9813-11

250A 80V DC Ceramic 9814-11

300A 80V DC Ceramic 9815-11

325A 80V DC Ceramic 9816-11

400A 80V DC Ceramic 9817-11

500A 80V DC Ceramic 9819-11

ANL High Amp Fuse Holder
All metal has 24 Kt. gold finish
200 Amp Max.

Part No. Qty

9800-31 1

ANL High Amp Fuse Holder
Nylon w/ Glass Fiber / PC
200 Amp Max.

Part No. Qty

9801-31 1

ANL High Amp Fuse Holder
Bakelite
500 Amp Max.

Part No. Qty

9802-11 1

inches
*Actual Size

Blade Fuse Scale


