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For more information visit www.picocanada.com

Standard Fuse Footprint   
Meets SAE J553. 
28V DC

Amp Colour 1 PC

10A Red 9524-11

15A Blue 9525-11

20A Yellow 9526-11

25A White 9527-11

30A Green 9528-11

Min Fuse Footprint   
Meets SAE J553. 
28V DC

Amp Colour 1 PC

10A Red 9640-11

15A Blue 9641-11

20A Yellow 9642-11

25A White 9643-11

30A Green 9644-11

Low Profile  Fuse Footprint   
Meets SAE J553. 
58V DC

Amp Colour 1 PC

10A Red 9514-11

15A Blue 9515-11

20A Yellow 9516-11

25A White 9517-11

30A Green 9518-11

Universal Plastic   
Meets SAE J553. & J1171
6-12V DC

Amp 1 PC 10 PCS

5A 10510-11 10510-34

10A 10511-11 10511-34

15A 10512-11 10512-34

20A 10513-11 10513-34

25A 10514-11 10514-34

30A 10515-11 10515-34

40A 10516-11 10516-34

50A 10517-11 10517-34

Max Fuse Footprint
Meets SAE J553. 
28V DC

Amp 1 PC

30A 9620-11

40A 9621-11

50A 9622-11

Universal Plastic   
Meets SAE J553. & J1171
6-12V DC

Amp 1 PC 10 PCS

5A 10520-11 10520-34

10A 10521-11 10521-34

15A 10522-11 10522-34

20A 10523-11 10523-34

25A 10524-11 10524-34

30A 10525-11 10525-34

40A 10526-11 10526-34

50A 10527-11 10527-34

High Amp Panel/Surface Mount       

48V DC Circuit breaker will remain tripped 
(in the off position) until the lever is manually 
reset. Panel or surface mount. Typically used 
in auxilliary and accessory circuits-trucks, 
buses, RV’s and marine applications. Other 
applications might include battery chargers 
and DC audio systems. 1/4” Studs, except 
for 3405 and 3406 have 5/16” Studs. Ignition 
Protected. 
Housing Rated UL94-V0. 
Interrupt: 2000A @ 48V DC
IP67 Approved

Amp 1 PC 10 PCS

50A 3450-11 3450-34

60A 3451-11 3451-34

70A 3452-11 3452-34

80A 3400-31 3400-34

90A 3453-11 3453-34

100A 3401-31 3401-34

120A 3402-31 3402-34

135A 3403-31 3403-34

150A 3404-31 3404-34

200A 3405-11 3405-34

250A 3406-11 3406-34

300A 3407-11 3407-34

Type III Manual Reset Circuit Breakers
Circuit breaker will remain tripped (in the off position) until the button is manually reset.


